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launch operator, through the use of se-
curity personnel, surveillance systems,
physical barriers, or other means ap-
proved as part of the licensing process.

(b) A licensee shall notify anyone en-
tering the launch site of safety rules
and emergency and evacuation proce-
dures prior to that person’s entry un-
less that person has received a briefing
on those rules and procedures within
the previous year.

(c) A licensee shall employ warning
signals or alarms to notify any persons
at the launch site of any emergency.

§ 420.55 Scheduling of launch site op-
erations.

(a) A licensee shall develop and im-
plement procedures to schedule oper-
ations to ensure that each operation
carried out by a customer at the
launch site does not create the poten-
tial for a mishap that could result in
harm to the public because of the prox-
imity of the operations, in time or
place, to operations of any other cus-
tomer. A customer includes any launch
operator, and any contractor, subcon-
tractor or customer of the launch site
operator’s customer at the launch site.

(b) A licensee shall provide its launch
site scheduling requirements to each
customer before the customer begins
operations at the launch site.

§ 420.57 Notifications.

(a) A licensee shall notify each
launch operator and any other cus-
tomer of any limitations on the use of
the launch site. A licensee shall also
communicate limitations on the use of
facilities provided to customers by the
launch site operator.

(b) A licensee shall maintain its
agreement, made in accordance with
§ 420.31(a), with the local U.S. Coast
Guard district.

(c) A licensee shall maintain its
agreement, made in accordance with
§ 420.31(b), with the FAA ATC office
having jurisdiction over the airspace
through which launches will take
place.

(d) At least two days prior to flight
of a launch vehicle, the licensee shall
notify local officials and all owners of
land adjacent to the launch site of the
flight schedule.

§ 420.59 Launch site accident inves-
tigation plan.

(a) General. A licensee shall develop
and implement a launch site accident
investigation plan that contains the li-
censee’s procedures for reporting, re-
sponding to, and investigating launch
site accidents, as defined by § 420.5, and
for cooperating with federal officials in
case of a launch accident. The launch
site accident investigation plan must
be signed by an individual authorized
to sign and certify the application in
accordance with § 413.7(c) of this chap-
ter.

(b) Reporting requirements. A launch
site accident investigation plan shall
provide for—

(1) Immediate notification to the
Federal Aviation Administration
(FAA) Washington Operations Center
in the event of a launch site accident.

(2) Submission of a written prelimi-
nary report to the FAA, Associate Ad-
ministrator for Commercial Space
Transportation, within five days of any
launch site accident. The report must
include the following information:

(i) Date and time of occurrence;
(ii) Location of the event;
(iii) Description of the event;
(iv) Number of injuries, if any, and

general description of types of injuries
suffered;

(v) Property damage, if any, and an
estimate of its value;

(vi) Identification of hazardous mate-
rials, as defined by § 401.5 of this chap-
ter, involved in the event;

(vii) Any action taken to contain the
consequences of the event; and

(viii) Weather conditions at the time
of the event.

(c) Response plan. A launch site acci-
dent investigation plan shall contain
procedures that—

(1) Ensure the consequences of a
launch site accident are contained and
minimized;

(2) Ensure data and physical evidence
are preserved;

(3) Require the licensee to report to
and cooperate with FAA or National
Transportation Safety Board (NTSB)
investigations and designate one or
more points of contact for the FAA or
NTSB; and
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(4) Require the licensee to identify
and adopt preventive measures for
avoiding recurrence of the event.

(d) Investigation plan. A launch site
accident investigation plan must con-
tain—

(1) Procedures for investigating the
cause of a launch site accident;

(2) Procedures for reporting launch
site accident investigation results to
the FAA; and

(3) Delineated responsibilities, in-
cluding reporting responsibilities for
personnel assigned to conduct inves-
tigations and for any one retained by
the licensee to conduct or participate
in investigations.

(e) Launch accidents. A launch site
accident investigation plan shall con-
tain—

(1) Procedures for participating in an
investigation of a launch accident for
launches launched from the launch
site;

(2) Require the licensee to cooperate
with FAA or National Transportation
Safety Board (NTSB) investigations of
a launch accident for launches
launched from the launch site.

(f) Applicability of other accident inves-
tigation procedures. Accident investiga-
tion procedures developed in accord-
ance with 29 CFR 1910.119 and 40 CFR
part 68 will satisfy the requirements of
paragraphs (c) and (d) of this section to
the extent that they include the ele-
ments required by paragraphs (c) and
(d) of this section.

§ 420.61 Records.

(a) A licensee shall maintain all
records, data, and other material need-
ed to verify that its operations are con-
ducted in accordance with representa-
tions contained in the licensee’s appli-
cation. A licensee shall retain records
for three years.

(b) In the event of a launch or launch
site accident, a licensee shall preserve
all records related to the event.
Records shall be retained until comple-
tion of any federal investigation and
the FAA advises the licensee that the
records need not be retained.

(c) A licensee shall make available to
federal officials for inspection and
copying all records required to be
maintained under the regulations.

§ 420.63 Explosive siting.

(a) Except as otherwise provided by
paragraph (b) of this section, a licensee
shall ensure that the configuration of
the launch site is in accordance with
an explosive site plan, and that the li-
censee’s explosive site plan is in com-
pliance with the requirements of
§§ 420.65—420.69. The explosive site plan
shall include:

(1) A scaled map that shows the loca-
tion of all proposed explosive hazard
facilities at the proposed launch site
and that shows actual and minimal al-
lowable distances between each explo-
sive hazard facility and all other explo-
sive hazard facilities and each public
area, including the launch site bound-
ary;

(2) A listing of the maximum quan-
tities of liquid and solid propellants
and other explosives to be located at
each explosive hazard facility, includ-
ing the class and division for each solid
explosive and the hazard and compat-
ibility group for each liquid propellant;
and

(3) A description of each activity to
be conducted in each explosive hazard
facility.

(b) A licensee operating a launch site
located on a federal launch range does
not have to comply with the require-
ments in §§ 420.65–420.69 if the licensee
is in compliance with the federal
launch range’s explosive safety re-
quirements.

(c) For explosive siting issues not
otherwise addressed by the require-
ments of §§ 420.65–420.69, a launch site
operator must clearly and convincingly
demonstrate a level of safety equiva-
lent to that otherwise required by part
420.

§ 420.65 Handling of solid propellants.

(a) A launch site operator shall deter-
mine the maximum total quantity of
solid propellants and other solid explo-
sives by class and division, in accord-
ance with 49 CFR part 173, Subpart C,
to be located in each explosive hazard
facility where solid propellants or
other solid explosives will be handled.

(b) When explosive divisions 1.1 and
1.3 explosives are located in the same
explosive hazard facility, the total
quantity of explosive shall be treated
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